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PNP General Purpose Amplifier 
  

Features                                   
● Epoxy meets UL-94 V-0 flammability rating 
● Halogen free available upon request by adding suffix ”HF” 
● Moisture sensitivity level 1 
● Low collector-emitter saturation voltage 
 
 
Mechanical Data 
● Package: SOT-89 
Molding compound meets UL 94 V-0 flammability rating,     
RoHS-compliant, halogen-free 
● Terminals: Tin plated leads, solderable  per  

J-STD-002 and JESD22-B102 
● Marking: A554 
 
 
 
 
 

 
 

 

■Maximum Ratings (Ta=25℃ unless otherwise noted) 

Item Symbol Unit Conditions Value 

Minimum Collector-Emitter Voltage VCEO V IC=-1mA, IB=0 -100 

Minimum Collector-Base Voltage VCBO  V IC=-100uA, IE=0 -100 

Minimum Emitter-Base Voltage VEBO V IE=-100uA, IC=0 -6 

Collector Current IC A  -2 

Collector Power Dissipation PC mW  500 

Operation Junction Temperature Tj ℃  -55 to +150 

Storage Temperature Tstg ℃  -55 to +150 
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■Electrical Characteristics (Ta=25℃ unless otherwise noted) 

Item Symbol Unit Conditions Min Typ Max 

Collector-Emitter Voltage VCEO V IC=-1mA, IB=0 -100   

Collector-Base Voltage VCBO  V IC=-100uA, IE=0 -100   

Emitter-Base Voltage VEBO V IE=-100uA, IC=0 -6   

Collector-base Cut-off Current ICBO uA VCB=-100V   -1 

Base-emitter Cut-off Current IEBO uA VEB=-4V   -1 

DC Current Gain hFE  IC=-100mA VCE=-3V 120  270 

Collector-Emitter Saturation Voltage VCE(sat) V 

IC=-500mA IB =-25mA   -0.2 

IC=-1A IB =-50mA   -0.3 

Transition frequency fT MHz IC=-100mA,VCE=-5V 30   

Collector Capacitance Cob pF VCB=-10V,IE=0, f=1MHz  30  

 
■Ordering Information (Example) 

PREFERED P/N 
PACKING  

CODE 
UNIT WEIGHT(g) 

MINIMUM 
PACKAGE(pcs)

INNER BOX 
QUANTITY(pcs)

OUTER CARTON 
QUANTITY(pcs) 

DELIVERY MODE

2SA554 F2 Approximate 0.055 1000 8000 32000 7” reel 

 
■ Thermal Characteristics 

Parameter Symbol Unit Value 

Thermal resistance, junction-to-ambient RθJ-A(1) ℃/W 250 

Thermal resistance, junction-to-case RθJ-C(1) ℃/W 50 
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■Characteristics (Typical) 
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■SOT-89 Package Outline Dimensions 

    
 
■SOT-89 Suggested Pad Layout 
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